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ENERGY MANAGEMENT FEATURES:
DIMMING

SWITCHING

SCHEDULING

LOAD SHEDDING

OCCUPANCY SENSING

DAYLIGHT HARVESTING

ENERGY USAGE MONITORING
NETWORK MONITORING AND CONTROL
CONTRIBUTES TO LEED CERTIFICATION
MEETS ASHRAE 80.1 REQUIREMENTS
MEETS CEC TITLE 24 REQUIREMENTS

USGBC MEMBER

EMERGENCY CIRCUITS

CAUTION / AVERTISSEMENT

TO AVOID ELECTRICAL OVERLOAD, TOTAL EXTERNAL CONNECTED LOAD
SHOULD NGT EXCEED OUTFUT RATING, OR EQUIVALENT.

THIS EQUIPMENT HAS MORE THAN ONE POWER SUPPLY CONNECTION
POINT. TO REDUCE THE RISK OF ELECTRIC BHOCK DISCONNECT BOTH THE
BRANCH CIRCUIT-BREAKERS OR FUSES AND EMERGENCY POWER SUPPLIES
BEFORE SERVICING,

POUR EVITER LA SURCHARGE D'ELECTRIQUE, EXTERNE TOTAL A
CONNEGTE LE CHAI T ne DEVRAIT pee LE CL T
DE PRODUCTION, OU EQUIVALENT.

GET EQUIPEMENT A PLUS QU'UN POINT DE GONNEXION DALIMENTATION.
POUR REDUIRE LE RISQUE DE DECHARGE ELECTRIQUE DESRANCHE LES
DEUX LES DISJONCTEURS DE BRANCHE OU LES ALIMENTATIONS DE
FUSIBLES ET URGENGE AVANT ENTRETENIR.

CAUTION: RI$K 0F ELECTRIC SHOCK - MORE THAN ONE DISCONNECT
SWITEH MAY BE To THE T BEFORE
SERVICING.

AVERTISSEMENT: CET EQUIPEMENT RENFERME PLUSIEURS
CIRCUITS SOUS TENSION. VOIR LE SCHEMA

PRECAUCION: PELIGRO DE ELEGTROCUGION - SE REQUIERE LA
DESACTIVACION DE MAS DE UN INTERRUPTOR PARA CORTAR EL
SUMINISTRD DE ENERGIA ELECTRICA AL EQUIPO ANTES DE EFECTUAR
SERVIGIO.

ALL COVER MOUNTIN® SCREWS MUST BE INSTALLED AND TIGHTENED TO
ASSURE FROPER GROUNDING,
NO USER SERVICEABLE PARTS UNDER THIS COVER.

CAUTION: $EE INSTRUCTION MANUAL FOR INSTALLATION,
OPERATION, AND MAINTENANCE INSTRUCTIONS.
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(16X) TECHNICAL KNOCKOUT FOR
3/4” AND 1/2” CONDUIT.
TYP PATTERN ON FAR WALLS.
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INDUSTRIAL CONTROL PANEL ENCLOSURE
No. BJ- 271431
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CLASS 2 WIRING ONLY o
IN THIS AREA
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CAUTIONT E e JC T

0-10VDC (CLASS 1 OR CLASS 2 WIRING)
80mA MAX/OUTPUT, SINK ONLY

GLPAC-DIMFLV8-4E-PM

INPUT: 100-277 VAG, S0/80 H2
MAXMUM LOAD: 16APER CRCUIT
DIMMED LOAD TYPES:

0-10VDC FLUORESCENT BALLAST _._zmuﬁ
SWITGHED LOAD TYPES:

INCANDESCENT, MLV, ELY, NEONKSC, [oX-}
FLUORESCENT BALLAST, HD

WIRE: USE 76°C GOPPER WIRE ONLY SW7

with Power
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CLASS 2 WIRING ONLY
IN THIS AREA

GLPAC—-DIMFLVB8—4E—-PM SHOWN
COVER REMOVED FOR CLARITY

MODEL: GCLPAC—DIMFLV8—4E£*
FILE: GLPACDIMFLVB4E
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