DIVISION 27	27 41 16


SECTION 27 41 16 
INTEGRATED AUDIO-VIDEO SYSTEMS AND EQUIPMENT 

GUIDE SPECIFICATION

Specifier: The Specifier/Design Professional is responsible for the accuracy of all project specifications, including system application and coordination with related sections.  This guide specification is provided as a convenience and requires editing to match actual project requirements.  CRESTRON ELECTRONICS, INC. SHALL NOT BE LIABLE FOR ANY DAMAGES ARISING OUT OF THE USE OF ANY OF ITS GUIDE SPECIFICATIONS.  For Crestron design assistance and design review please contact Sales Support Services Department at   800.237.2041 or techsales@crestron.com.

Specifier:  Please see PART 4 for a listing of products specified in this Guide Specification.
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NOT USED in this Guide Specification.  Specifier shall Specify PART 1 administrative and procedural requirements as needed.
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Specifier Note:
The HD-MD402 is a 4K60 4:2:0 AV switcher that provides a cost-effective solution for professional AV applications. The HD-MD402 provides four HDMI® inputs, one mirrored HDMI and DM Lite output, and one independent DM Lite® output. The DM Lite outputs extend HDMI® signals over a CATx (CAT5e or higher) twisted pair cable. For HD 1080p, WUXGA, and 2K signals, a CATx cable length of up to 230 ft (70 m) is supported. For UHD and 4K signals, a CATx cable length of up to 130 ft (40 m) is supported.
Please see the following link for additional information:
https://www.crestron.com/Products/Video/HDMI-Solutions/HDMI-Switchers/HD-MD402   
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Specifier Note: Please see the following link for additional information:
https://www.crestron.com/Products/Featured-Solutions/AV-Framework 
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Specifier Note: Please see the following link for a list of supported hardware:
https://www.crestron.com/Products/Featured-Solutions/AV-Framework   
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Specifier Note: The following user interfaces are supported: TSW-series 7 inch and 10 inch touch screens as well as various button panels.  
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